Dﬂnsca LED Display Manufacturing
HKeeping You In Touch With Your Customers

Direct Ads Corporation

MASTER
SERIES

Programmable LED
message signs

Are you looking for the most vibrant, grassms
brightest display on the market? |
DADSCO's Master series is the answer.

DADSCO Master Series electronic message centers (EMCs) pro\gd
the most flexible solution available for Creating powerful
marketing messages that grab attention, day and night! The|
Master Series displays feature effective text messages and hig
powered graphic images in either monochrome or full color.

meineke

car care center

Both use energy-efficient, low-maintenance, light emitting diode
(LED) technology. Master series displays feature a variety of piX
pitches depending on the amount of detail desired and various
viewing angles to meet different viewing needs.

PC controlled Program from comfort of office
Pixel Sharing Technology / Full Color Crisp Clear messages
Import various file formats Simple Uploads

User Friendly Software Create Messages easily
Easy Installation inexpensive install

Wide Viewing Angle More visibility

Built in Time Become a landmark
Super Bright LED's Get message across
Vivid & Vibrant Displays Public sees clearly
Constructed of aluminum No corrosion

Powder coat paint Durability
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FULL COLOR Minimum Pixel Resolution 32x96 pixels

e s P16 Best Resolution P20 Better Resolution P25 Good Resolution
Specifications - _ _
Full Color | Virtual Full Colof  Full Color | Virtual Full Color  Full Color | Virtual Full Colo
Pixel Pitch 16mm 16mm 20mm 20mm 25mm 25mm
" Modules size | 256*128mm | 256*128mm | 320*160mm | 320*160mm | 200*200mm | 200*200mm
S Pixel Colors |2Red 1 Green 1BIye Red 1 Green 1 Blye Red 1 Green 1 Blu@ Red 1 Green 1 Blu@ Red 1 Green 1 Blye Red 1 Green 1 Blye
| Module Resolution|  16*8 16*8 16*8 16*8 88 88
‘S | Module Consumption 32w 42W 35W 42W 17w 22W
;J-). Viewing Angle 1104
5 Driving Method static
g Working Temp. -20 B 50
5 Working Voltage 110 VAC
8 Greyscale/Color Display>16.7M colors (synchronized)
= Brightness Adjustment AUTO (optional) OR Manual Red,Green,Blue each color 256 levels, automatic 8 grades are adjustgble
L Life Span 100000 hours LEDs
Operating Systen WIN98 WIN2000 WINXP, etc
Controlling Software LED broadcasting studio

Monochrome (single color RED)

e P25 Best Resolution P31.25 Better Resolution P38 Good Resolution
Specifications
Red Red Red

Pixel Pitch 25mm 31.25mm 38mm
@ Modules size | 200*200mm 250*250mm 304*304mm
-% Density of Pixel 1,600 1,024 692
2 | Pixel Colors 2 Red 4 Red 5 Red
.8 Display Resolution 8*8 4*8 8*8
c% The Best Viewing Angle 1100
'% Driving Method static
= | Working Temp. -20 © 50
GE') Working Voltage 110 VAC
% Brightness Adjustment Auto (optional) OR Manual Red
CC) Life Span 100000 hours LEDs
§ Operating Systen] WIN98 WIN2000 WINXP, etc

Controlling Software LED broadcasting studio
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